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REED MANUFACTURING COMPANY 


1425 West Eighth Street ¢ Erie, Pa. 16512 ¢ U.S.A. 
(Manufacturer's Standard Code No. 698198) 


Phone 814/452-3691 


Telex 91-4540 


CHAIN WRENCHES 
HEAVY DUTY 


Turn any shape, in close quarters. Dual reversible jaws 
permit ratchet action in either direction without taking 
the wrench from the pipe. Reed Chain Wrenches have 
the strongest chain and the most hooks (up to twice 
as many), and are available in by far the most sizes. 
High-tensile malleable handle bends before chain 
will bréak for added safety. 


10.0/254 
12.8/325 
18.0/457 


CHAIN WRENCHE 
UTILITY 


Reed Utility Chain Wrenches are not only light and 
portable, but are the most popular utility chain 
wrenches on the market. 


PIPE WRENCHES 
HEAVY DUTY 


OFFSET (RWO) 


Of most popular manufacture, having parts interchangeabil- 
ity with all major brands. High-tensile malleable handle and 
hardened-tool steel parts are designed to withstand ex- 
pected abuse on the job. Offset Wrenches are of identical 
construction, and designed for longer swing in hard to reach 
places. 


RWO-8 |02210 
RWO-10]| 02220 
RWO-14| 02230 
RWO-18/] 02240 


METER WRENCH 


DAMWMD|/$H$ AMDMDANHAAD 


Good for working in hard to reach places, especially meter 
pits, because it adjusts to different sizes without finger ad- 
justment (a one-handed wrench), is thin (%’), grips on flats 
or corners of fittings, and ratchets smoothly in narrow areas. 
Handles %"-1%” fittings (IPS), and 34”-1¥2” pipe, and turns 
any shape. Heavy-duty forged steel handle and jaw, and 
stainless steel spring. 


Cat. Std. Wot. 

No. No. Lbs. 
UCW12 02270 1% 
UCW20 02280 5 


Mfr’s | Code | Capacity-Fittings | Capacity-Pipe| Std.|Wgt. Lbs. 
No. | No. | Inches | mm_ |Inches| mm |Pkg.| Per Pkg. 


MW 1%|02290| %-1% | 10-32 | %-1% [19-38] 6 | 21 | 


Fast acting bar, that eliminates handle twisting, now 
available in a heavy duty pipe cutter. High tensile 
aluminum body is exceptionally strong, yet weighs a 
third less than competitive cutters. Available only 
from Reed, this Cutter has saved up to 50% of cutting 
time in field tests. Converts quickly to three-wheel 
model for close-quarter work. 


Cat. Pipe Capacity Wot. 
m 


N m Lbs. 
10-63 4% 
10-63 4% 


0. 
2-10 03360 
2-30* 03365 


*2-10 Converted to 3-wheel model by replacing rollers with wheels. 


PIPE CUTTERS—Standard 


These Cutters feature strong malleable iron frames 
and perfect tracking. Like all Reed pipe cutters, they 
are the easiest to line-up with cutoff mark and have 
the easiest wheel to change. One-wheel models con- 
vert quickly to three wheels. Four-wheel models 
available for close-quarter work. 


1-WHEEL 


Pipe Capacity 
| inches [mm | 


Ya-1 Va 10-42 | 1RB 


2RBS 
HS4 


Ye-2 10-63 
1-3 33-90 


4-WHEEL 


03330 Ya-1 Ve 17-42 4 1RB 
03335 %-2 20-63 6 2RBS 
03340 1-3 33-90 14 HS4 


PIPE REAMERS 


Unique cutting edge de- 
sign makes these Ream- 
ers self-feeding and 
prevents binding and 
gouging. Cone is made 
from forged tool steel and 
hardened for maximum 
life. 


Ratchet Ring 
Accommodates 


This cutter scores the soil pipe and snaps it off in 
seconds. Always cuts clear and square, avoiding 
losses from crushed or cracked pipe and leaky joints 
caused by them. Square cut also helps make stacks 
more stable, especially where gaskets are used. Four 
wheel construction permits work in close quarters. 
Wheels, specifically designed for this cutter, are extra 
hard and made from extra shock resistant steel. 


Nom. Pipe Capacity} Wgt. Lbs. || Wheel 
| Inches | Each Cat. No. 


arial 7 | SP 
SOIL PIPE 


JOINER 


For joining pipe or fittings with 
compression gaskets, this Tool 
offers a 20 to 1 mechanical ad- 
vantage for easy joining... and 
far more capability for assem- 
bling a variety of fittings than 
any other tool. It places no strain 
on joints already made and 
operates effectively in the limited 
spaces in ditches and between 
joists. Tool can be reversed to 
disassemble joints just 
completed. 3. Swing the ratchet to ram the 


fitting home. Guide handle keeps 
fittings lined up. 


1, Clamp hub yoke on hub of piece. 


2, Snap the yokes together and 
clamp barrel yoke on fitting. Yokes 
separate instantly for easier 
application. 


LARGE DIAMETER PIPE CUTTERS 


ROTARY CUTTERS 
5” thru 34” 


The Rotary Cutters are designed 
for efficient field service and un- 
equalled for: 

e setting up quickly (in minutes) 
¢ cutting in close-quarters (need 

only a 6” to 8” clearance and a 

45° to 60° handle swing) 
© cutting both fast and on a mark 
or close to the end of the pipe 

These are the best Cutters for 
ductile, having good leverage and 
causing ductile to snap off square 
before the wheels are even halfway 
thru the pipe. 

With no record of one ever break- 
ing, these are the strongest Cutters 
made. By cutting without a shower 
of sparks or flying fragments, these 
are also SAFE Cutters to use. 


ABOUT HANDLES... 
RC8, RC12 and RC16 have a 4%’ 
aluminum handle. 


RC20 and RC24 have a 6’ alumi- 
num handle. 


RC30 is furnished with a labor sav- 
ing handle and pipe saddle. 


ABOUT WHEELS... 

Cutter wheels are made from shock- 
resistant tool steel and are hardened 
for long life. Cutter Wheels are inter- 
changeable in all six cutters. Wheels 
for steel pipe will cut up to 4%” wall 
thickness. Wheels for cast iron pipe 
have been specially designed to cut 
ductile and cast iron pipe. 


Pipe Capacity 


Cat Std Cast Iron & Ductile | Wgt. 
No. No. Inches | mm/O.D.| Inches | mm/O.D.| Lbs. 
RC8 03210 5-8 140-248 6-8 140-248] 58 
RC12 03220 10-14 | 267-362] 10-12 | 267-368] 67 
RC16 03230 16-18 | 368-457] 14-16 | 368-464] 81 
RC20 03240 20-22 | 476-565] 18-20 | 476-572] 98 
RC24 03250 24-26 | 571-667 | 22-24 | 572-673] 123 
RC30 03260 28-34 | 698-864 | 30 698-870 | 275 


When ordering cutters be sure to specify whether wheels are for cast and ductile 
iron RCI 8-30 for steel pipe (RCS 8-30). If not specified, cutter wheels for cast 
and ductile iron will be furnished. 


HINGED CUTTERS 
1” thru 12” 


THE BEST 
PIPE CUTTERS 
EVER MADE 


With four wheels and 
only 4” clearance needed 
around the pipe, they are 
best for close quarter 
work. Having tough, pat- 
ented guide fingers to 
force perfect alignment, 
they are best for square 
cuts .. . other multiple 
wheel cutters are hard 
to track. 

Being less expensive than power assisted cutters... 
and cutting cast iron, ductile and steel... THEY ARE 
THE BEST BUY! 


ALSO BEST IN OPERATING COSTS! 


FAST CUTS... 8” cast iron snaps off in under two 
minutes ... the closed frame delivers all the pressure 
on the cut. 


NO MAINTENANCE 
NO BROKEN PIPE — LESS DIGGING 
With no shower of sparks or flying fragments, Reed 
Hinged Cutters are BEST for the SAFETY of the 
Operator. 


BEST IN CLOSE QUARTERS BEST IN THE DITCH 


Pipe Capacity 
Steel 


Inches mm /O.D. 


When ordering cutters be sure to specify wheels for cast and ductile iron 
or for steel pipe or for extra strong steel pipe. See back page (# 20) for 
information for selecting proper wheel for each size cutter and material 
to be cut. 


PIPE VISES 


TRIPOD VISES—Chain & Yoke 


cme 


e * 
\ vlad 


These are the strongest tripods made by a wide mar- 
gin, and yet are the most portable. Reed Tripods are 
the sturdiest work benches because the trays are 
hinged malleable castings (not metal stampings). 
They are most portable because tripods fold into 
most compact units, are balanced for easy carrying 
and include a hand grip in the castings. Exclusive 
triple-faced jaws on chain vises can be rotated instead 
of replaced. Offset legs permit most tool clearance. 


Nom. Pipe Capacity 


Inches 
Yoke Vise Ve-2V2 
Chain Vise | %-5 
Chain Vise | %-6 


Chain Vises permit 
the holding of irregu- 
lar shapes, and pro- , 
vide an excellent a” 

cost-for-capacity \aiad 

value. 

Reed Chain Vises are the fastest . . . two turns to open or 
close. These Vises are the strongest available and their 
hardened tool steel jaws are triple-faced for rotation instead 
of replacement. 


YOKE VISES 


These Yoke Vises are of 
strong, shock-resistant 
malleable iron and have 
hardened, tool-steel jaws. 
Double-faced lower jaws 
allow reversal instead of 
replacement. Reed has the 
most sizes with capacities 
from Ve" thru 12”. 


CLAMP KIT VISES 


Portable Vises that can be 
quickly attached to work bench, 
post or plank. These Vises have 
all the features of the Reed 
Yoke Vises. 


Cat. Std. Pipe Capacity Wot. 
No. No. Inches Lbs. 

100A 02570 Ye-1 V2 9 
10A 02580 Ye-2 13 
11A 02590 Ve-2V2 15 


WELL DRILLERS 
SAFETY CLAMP 


Assures positive grip 
on pipe up to 10,000 
Ibs. on 2” pipe. Bot- 
tom jaws are cross- 
corrugated for good 
grip. Top jaws are 
corrugated length- 
wise to prevent turning of pipe. Two detachable 
handles, plus ring bolt for hoisting. 


Cat. Std. Pipe Wot. 
No. No. Capacity Lbs. 
DC1A 06055 Thru 2%" 17 


Thru 75 mm 


TOOLS FOR 


yew ~ 
UNIVERSAL PLASTIC 
PIPE BEVELER 


On all types of 1¥%2”-8” PVC pipe, produces a smooth, 15° 
bevel up to %” long in about one minute. Easily adjustable 
for different pipe sizes and wall thicknesses, with no parts 
changes. 


PPB 1%2-8 04398 1%2-8 50-200 


Nom. Pipe Capacity 5 
[Inches [mm Lbs. 


BEVELER FOR SDR-PR 
GASKETED WATER PIPE 


a, 


These tools work only on SDR-PR water pipe and are 
recommended over all others when factory accurate bevels 
are required, when the work is in-the-ditch (ratchet driven), 
when a power drive is desired, and when only several sizes of 
pipe are ever installed. This series of Bevel Tools have end 
trimmers and carbide edges on the bevel blades. 


PLASTIC 


Cat. Std. Nominal Pipe Wsgt. || Ratchet Drive* 

No. No. Size Inches Lbs. Cat. No. 
BT 1%-P 04315 1% 1 Vs BTR %” Sq. 
BT 2-P 04320 2 1% BTR %" Sq. 
BT 2%-P 04325 2% 2 BTR-R %"' Sq. 
BT 3-P 04330 3 2% |) BTR-R %" Sq. 
BT 4-P 04340 4 3 BTR-R %" Sq. 
BT 6-P 04360 6 6 BTR-R %"' Sq. 
BT 8-P 04380 8 12 BTR-R %" Sq. 


*Optional Ratchet Drives available — BTR %” (Std. No. 04382), BTR-R 
%" (Std. No. 04386). Also available is Power Drive AC8-PD (Std. No. 
06047), and Adapter BTPA %” (Std. No. 04388) for 2%” thru 8” sizes. 
For 12-6", 11° bevel; for 8”, 15° bevel. 


DEBURRING TOOL 


A smooth, beveled pipe end helps ¢ 
spread the solvent evenly as the pipe is 

joined. This Tool produces by far the 
smoothest pipe end. It also deburrs fastest — 
one easy revolution produces a 3/32” bevel at a 
15° angle in seconds. Deburrs 6 pipe sizes, 11%” thru 4”. 


Cat. Std. ' : Wot. 
No. No. Pipe Capacity Lbs. 
Inches | 1% | 1%] 2 [2%] 3 4 
DEB-4 04430 nin pS 50 a4 75 2f* %, 


TUBING CUTTERS 


TC3Q-P 
Reed Tubing Cutters are recommended by most 
plastic pipe manufacturers. Thinnest wheels of costly 
steel produce almost burrless cuts. Greatest clearance 
keeps flexible pipe from hitting frame. Plus, easiest 
cutting action makes these the only practical cutters 
for medium and large diameter work. With quick- 
wheel change, they also cut copper, brass, aluminum 
and steel tubing. 


3- 33 


6- 63 
10- 90 
48-114 

102-168 


*For thicker wall PE (6-716), and Schedule 8OPVC, specify 6QP wheel. 
For thin wall PVC use 3-6 T.W. wheel. For cutting copper and metal 
tubing, see Tubing Cutters page 10 for proper wheel for each cutter size. 


TUBING CUTTER PARTS KIT 


Kit (TCQK-1) includes wheels, pins, release nuts, 
springs and rollers for all five Quick-Acting Reed 
Tubing Cutters. Container is of unbreakable poly- 
ethylene with compartments for the various parts. 


CUTTER FOR LARGE PIPE 


Blade (not wheel) Cutter 
for large diameter PE, PVC, 
PP, CPVC and other plas- 
tics. Easy to adjust and 
operate for square, burrless 
cuts. Blades have carbide 
edges for long life. Pipe 
ends may also be beveled 
for solvent joints, while 
being cut, by using an@ 
optional bevel tool in place of one cutter blade. 


Cat. Std. 
No. No. 
PPC-2* 04173 
PPC-3** 04175 


110-280 
110-509 


*2 section (shown)  **3 section 


EET 
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PLASTIC PIPE JOINERS 


With the 28 to 1 leverage and straight pull provided by this 
tool, it is easy to make solvent cement or compression 
gasket joints quickly. These new Reed Joiners eliminate 
make-shift methods which often damage completed connec- 
tions in a line being installed, or gaskets in the joint being 
assembled. Tool can be reversed to disassemble joints just 
completed. Separate components may be purchased. For 
example, if only 4” pipe and fittings are to be assembled, you 
need only order the basic unit, the 4” saddles and a fitting 
attachment. 


i COMPLETE UNITS* (60 LBS.) 


Appl. 
Cat. No. 
Std. No. 


SDR-PR, Irrigation and 
Water Sewer J.M. Sewer 
PPJ 4-8 W* PPJ 4-8 S* PPJ 4-8 1* 


04435 04436 


COMPLETE UNITS* (75 LBS.) 


General SDR-PR, 

Appl. Water Sewer 
|Cat.No. | PPJ 8-12 W* PPJ 8-12 S* 
| Std. No. | 04440 04441 


PIPE SADDLES (PAIR) 


8” 8.625 | 04469 8.400 | 04480 8.160 | 04491 
10” 10.750 | 04471 | 10.500 | 04482 | 10.200 | 04493 
12" 12.750 | 04473 | 12.500 | 04484 | 12.240 | 04495 


*Complete unit includes — basic unit, fittings attachment, and saddles 
for three sizes of pipe. 


ORDERING PROCEDURES FOR PLASTIC PIPE JOINERS 

PVC pipe of a given nominal size is available in several specifications, with 
each having different O.D.’s. Pipe saddles for the three most used specifi- 
cations are available for the Reed pipe joiner. Pipe saddles that will 
handle one series of pipe may not work properly with other pipe. Therefore, 
it is necessary to order the unit (with the suffix W., S, or I) that corresponds 
to the general application of the tool. To be absolutely sure of getting the 
proper saddles, also indicate the O.D. and full pipe specifications (ASTM 
Number or Product Standard as marked on the pipe). Note: the basic 
4-8" and 8”-12" units and fittings attachments are used for all pipe 
specifications. All 18 pairs of pipe saddles fit on either basic unit. 


Metric-sized units are under development — please write for latest availablity 
information. 


TOOLS FOR PLASTIC 


FLARE TOOLS FOR PLASTIC 


With 10 easy revolu- 
tions, a perfect, perma- 
nent cold flare is formed 
to connect 160 p.s.i. 
water service tubing, 
using standard AWWA 
flare fittings. Connection 
can be completed in ee ’ 
less than 30 seconds. = 
Provides very high pullout and uses the least expen- 
sive fittings. 


-<-—.---" 


* RPE 
SERIES ; 
SF SERIES Ace. 
Nom. Pipe 
| _Cat.No. | Std.No. | Capacity 


SFPE %" For 


Mi" 


aa i Polyethylene 
1%" Tubing 
SFPE 1%" 7 PE 2306 


SFPE 2” PE 3306 


PE3406 


SFPB %” "| For 
i a . Polybutylene 

a" Tubing 
SFPB 1%” PB2110 
SFPB 2” 


RPE-IPS %""** 
RPE-IPS 1” ** 


For PE Pipe 
PE SDR-7 IPS 
per ASTM 

D2239 


*Use clamp and vise, not pliers. 
**Utilizes recessed flare fittings such as made by A. Y. McDonald & Mueller Co. 


THREADERS FOR PVC AND 


CPVC PIPE 


Cutting angles specially de- 
signed to produce clean 
threads for plastic — no dig- 
ging into the pipe. Fast and 
easy — very little effort re- 
quired. Schedules 80 and 120 
only. 


No. Wot. 
Range Dies Lbs. 


Series 84 — Full Range %2"-2". Uses 2SPP (4” x 4”) Dies 
SD84P-7 
SD84P-6 
SD84P-5 
SD84P-4 


Series 85 — Full Range 2’2” &3”. Uses 3SPP (5” x 5”) Dies 


85P-10 04430 2¥2" & 3” 33 
85P 04431 2¥2" or 3” 28 


TOOLS FOR PLASTIC 


PIPE STAND — 
LARGE CAPACITY 


New metalized spray gripping surfaces hold plastic 
pipe securely without marking. Husky unit also used 
for asbestos cement pipe. 


2”-10" (also to 14” 
and 20” with extra chain). 


Cat. No. Std. No. 
ACPS* 06025 


*Comes with 1%” pipe for legs and backbone for additional 


cost — please specify. 
2” = 60mm, 10” = 278mm, 20” = 635mm. 


STRAP WRENCHES 


eG Provides gripping power without scratching or deforming 
plastic pipe, or polished metal pipe. Specially woven nylon. 


Strap is extra strong and treated for slip resistance. 


Nominal Pipe Capacity Wsot. Lbs, 


Cat. Std. Wogt 
No. No. Inches Lbs. 
Ssw6 02250 Ye- 1 yy" 
Swi2 02252 Ye- 2 1% 
Swi18 02254 1- 6 3 

Sw24 02256 2-12 4\s 


BIPOD VISE 
FOR PLASTIC PIPE 


A totally new concept 
for holding plastic pipe 
for cutting or beveling 
in the field. The Bipod 
weighs only 8% lIbs., 
and uses the pipe as 
the third leg of the stand. 
Cost is less than half 
that of a tripod vise 
with 6” capacity. It 
securely holds 3", 4” and 6” pipe. Does not adjust 
for intermediate sizes. 


Cat. No. Capacities Wsgt. Lbs. 
BVP-346W 3-4-6", Water 8% 
BVP-346S 3-4-6", Sewer 8% 


Tool is made for water (“‘pressure”’) pipe specifications. Liners 
also available for pipe manufactured to ‘sewer’ pipe specifications. 


CHAIN VISES FOR 
PLASTIC PIPE 


Polyurethane for 
holding plastic pipe 
without marking 


\ 


Corrugated for 
gripping metal pipe 


These are standard Reed 

Chain Vises with new dual 

purpose jaws for holding 

both plastic and metal 

pipe. Jaws are quickly 

and easily rotated from 

the plastic pipe posi- 

tion to position for 

gripping metal 

pipe. These new jaws fit existing CV-2, CV-4, CV-5, CT-4, 
and CT-6 Reed Chain Vises. See Table below. 


Nom.PipeCapacity Jaws Also Fit 
Reed Vise 


c30 


These five Reed Tubing Cutters, the standard of the 
industry, offer the best tracking and easiest cutting... 
must be experienced to be fully appreciated. As 
always, they have the quickest action, and never have 
to be backed off by knob twisting. In addition, for the 
range from \e" thru 6%", they are considerably less 
expensive, and they are lighter, yet stronger! With a 
quick-wheel change, they also cut a wide variety of 
plastic pipe and tubing. 


Cat. Wheel 
No. 5 Inches Copper 
TC-10 Va-1%/6 3- 33 (0) 

TC-20 Ys-2%e 6- 63 0 

TC-30 %e-3 2 10- 90 30-40 
TC-40 1%-4\2 48-114 30-40 
TC-60 4-6% | 102-168 30-40 


For cutting plastic pipe and tubing, see Tubing Cutters page 7 for proper 
wheel for each cutter size and type of plastic. 


BENDING SPRINGS 


Slip the tubing into the 
right size spring and 
bend any desired arc 
without distorting or 
kinking the tubing. 
REED Bending Springs are long to permit larger radius 
turns when desired. 


Available for O.D. Tube %"", 5/6”, %", he", ¥2", 4a", Ya", 7/8 singly, 
in set of first 6, or full set of 8. 


PIPE PU LLERS The Puller is easily 

<i P placed on the pipe 
i |  iecnieameees : and grips securely the 
» moment lifting or 
pulling pressure is ap- 
plied. For hand use just screw a convenient length of 
1" pipe into the tapped socket. 


*Nom. Pipe 
Size 


*NOTE: Each Puller is designed for only one pipe size. 
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TUBING TOOLS 


FLARING 
TOOLS 


These rugged tools flare copper, brass, aluminum or 
steel tubing quickly, easily and accurately. Closed 
frame construction assures stiffness with light weight. 
Hardened-steel die bar has non-slip surfaces to grip 
tubing firmly without distortion. Spring-loaded plung- 
er centers tool at selected sizes. High-carbon steel 
flaring cone is centered in tube to assure straight 45° 
flares. 


Cat. Std. Tubing Wot. 

No. No. Capacity Lbs. 

F-4 06070 4 cavity 2% 
¥e"'-7/"" O.D. 

F-8 06075 8 cavity 3 
Ho'-¥." O.D. 


HAMMER-TYPE 
FLARING TOOLS 


These lighter, easy-to- 
drive tools form perfect 
flared ends quickly and 
at low cost. They are 
hardened, polished and 
cadmium plated. Tubing 
ends are bored to re- 
move dead weight. 
Drilled for safety-pin 
carrying. 


Available for O.D. Tube 6", Ys", Ye", Ye", 0", V2", A", 
Ya", 77a", 1%", 1%" 15%", 2%" singly or in sets. 


SWAGING TOOLS 


These handy tools elimi- 
nate couplings in joining 
same-size tubing. A few 
hammer taps for a perfect 
female coupling end. Pre- 
cision machined, hardened, 
polished and cadmium 
plated. Drilled for safety- 
pin carrying. 


He, Va", 
Ye", We” 
Ta", 128.2 


ho, %e"" 7he"’, 


Vi He, Va", 


For K, L and M Tube 


For D.W.V. Tube Ye", 3a". 


THE ACL3-8 


ht 


ro ee 


Many brands of asbestos cement pipe come from the factory with the ends 
machined with their proprietary profile for gasket coupling. If broken or cut in the 
field, each of these brands must be given its original end profile. Reed Field 
Lathes can machine pipe of any manufacture properly, and because of their much 
stiffer frames, can produce factory accuracy with a single pass of either Lathe. 
Lathes also can machine proper profile on A.C. electrical conduit. 

Reed A.C. Lathes can be set up easily by positioning the tools on an already 
machined pipe end. This practice is facilitated by quick-adjusting tool holders 
that also have micromatic adjustments. Each Lathe comes with full directions 
for the proper settings for the pipe of each supplier and an outline of how to 
machine a given profile if a finished end is not available. 

Only Reed Field Lathes also feature sealed ball bearings in front and rear hubs. 
Lathes also have carbide-tipped blades, and a metal carrying case. These Lathes 
are available with hand ratchet or machine drive (the only optional extra). Other 
producers charge extra for cut-off tools or tool holders. 


Cat. Actual |Wgt} Power Drive Adapters 

No. 0.0. mm| Lbs.) Cat, No. [Std No-] Wet. | 
ACL3-8 | 06010] 3-8 102-242 | 43]/L8-10S | 06047 | 1 Ib. 
ACL6-16] 06020] 6-16 | 182-480 | 110}L16-PDA} 06049 | 3 Ibs. 


Pi Tapes available for direct reading of O.D.’s. 


A.C. TOOLS AND POWER DRIVES 


ACC-2 
Two units cut 


ACC-3 
Add a third unit 
to the ACC-2 to 

cut 10” — 16” pipe 


With ribbed, outboard rollers that keep them in line, 
these Cutters produce a square cut every time. The 
firm, ductile iron frames make them the smoothest 
cutting of any on the market .. . they never bind up. 
These Cutters adjust to a wide range of sizes in under 
a minute because each section has a stab connection 
with two broad settings. Closer adjustments are then 
quickly made with the screw-nuts. These Cutters also 
feature springloaded adjusting nuts that permit cutting 
out-of-round pipe, and carbide-tipped cutting blades. 


Cat. Nominal| Actual West. Uses 
No. Inches | 0.D. mm Lbs. Blade 
- oe 186 16 
13 a 


26 20 
38 20 


eer 
135-482 


*Requires 2 units of ACC-1 for a working cutter. 
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PIPE STAND FOR A.C. 


Steel nut 
in aluminum 


body eliminates 4 : 
stripped threads. 


This Pipe Stand was specifically designed for A.C. 
pipe field requirements of great strength, portability, 
quick set up, and large size capacity. With 1%” steel- 
pipe legs (not furnished) and high-tensile aluminum 
castings, this pipe stand can hold 5,000 Ibs., yet 
weighs under 25 Ibs. (less legs). The Stand sets up 
quickly in the field, with only four bolts! 40” legs and 
a backbone of 72” are recommended. 


Cat. Std. Nom. Pipe : 
No. No. Capacity Lbs. 
ACPS 06025 2-10" /20'F 22” 


60-278/635mm 


*Without 1%” steel-pipe legs. 

+Regularly furnished with 4 ft. chain for up to 10” pipe, adding on 2 ft. 
section with quick-snap link provides 14” capacity, and another chain 
section provides 20” capacity. 


PORTABLE POWER DRIVES 


AC8-PD 


> 2 dj i 
ae ACL16-PD | \ » 
“eo de, ra  - 

These Portable Power Drives are . 
of well-known manufacture and 
dre recommended for use with Reed Hand Tools that are 
adaptable to power. The AC8-PD can drive the ACL3-8 
Asbestos Cement Field Lathe and the Bevel Tools for PVC 
pipe. The ACL16-PD drives the ACL6-16 Field Lathe. Both 
Power Drives can be used as portable threading machines 
for all major makers of pipe dies, with some requiring 
Adapters. The AC8-PD Drive powers the #12 Reed/Ridgid 
Drop Heads on Page 17, without an adapter. 


Cat.No. |Std.No. | HP. RPM Volts Wot. Lbs. 
AC8-PD 06046 1 24 115AC 19 
ACL16-PD| 06048 Ya 14 115AC 43 


FEDERAL SPECS AND VISE CHARTS 


REED PRODUCTS EXCEED THE FOLLOWING FEDERAL SPECIFICATIONS: 


WRENCHES: GGG-W-00651d and Amendment 1 MACHINISTS’ VISES: GGG-V-410a 
Regular—Type II Class A Fig. 3 Sheet Metal Workers—Type III Table II Fig. 3 
Offset—tType VI Fig. 8 Combination—Type IV Table III Fig. 4 
Strap—tType V Fig. 7 Machinists—Type VI Class 2 Table 1 


Chain—Type III Class A 
WOODWORKERS’ VISES: GGG-V-445a 


PIPE THREADERS: GGG-T-581b and Amendment 1 Continuous Screw—Type | Class 1 
Ratchet S81, S82, S84 — Type Ill Class 1 Table VI Quick Acting—Type | Class 2 


DIES: GGG-T-5816 Solid, Square—Type II Class 1 Fig.3 VISECAPS: GGG-C-137b 


Adjustable rectangular, 2 pc.—Type II Class 2 Fig. 4 REAMER: Spiral Ratchet-— GGG-R-180c Type VI 


PIPE CUTTER: No. 2-1 (# 2 Gov't)—GGG-C-771d Class 1 Table XXI 


T | 1 Style A and B Fig. 1 
ai saigiaimas a ASBESTOS CEMENT PIPE FIELD LATHES: 


PIPE CUTTER WHEELS: No. 2 RBS and 2RB-HD ACL3-8 conforms to drawing 5110-595-53 


ogc aii FLARE TOOL: F8—GGG-F-451c Type | Class 2 
PIPE VISES: GGG-S-0074a Style A Fig. 3 

Tripod, Yoke—Type | Class 2 
Pipe, Yoke—Type | Class 2 Fig. 2 
Pipe, Chain—Type | Class 1 Fig. 1 


TUBE BENDER: 
Spring Type—GGG-B-191a Type IV Table VI Fig. 6 


e VISE COMPARISON CHART 
To help Reed Buyers select REED VISES comparable to size and type of vises made by other manufacturers. 
Jaw Former Arm- Ridge 
Width REED Reed strong Athol Columbian Simplex Morgan Parker Starrett Wilton Yost 
STATIONARY JAW — STATIONARY BASE VISES 
3 103N 103R MV10 613 503M2 31PN 30 953B 923A 300N 103 
3¥%2 103%2N 103%R MV12 613% 503V2M2 33PN 35 953%2B 92372A  350N 103% 
4 104N 104R MV13 614 504M2 41PN 40 954B 924A 400N 104 
4%2 104%2N 104%R MV14 614% 504%2M2 43PN 45 954%2B 924%2A 450N 104% 
5 105N 105R MV15 615 505M2 51PN 50 955B 925A 500N 105 
6 106N 106R MV16 616 506M2 61PN 60 956B 926A 600N 106 
8 108N 108R MV18 618 508M2 81P 80 958A 800N 108 
STATIONARY JAW — SWIVEL BASE VISES 
3 103S 203R MV1 623 603M2 31SN 130 973B 923C 300S 203 
3% 103%S 203%R MV2 6232 60372M2 33SN 135 973%B 923%C  350S 2032 
© 4 104S 204R MV3 624 604M2 41SN 140 974B 924C 400S 204 
4% 104%S 204%R MV4 6242 604 %2M2 43SN 145 974%B 924%C 450S 2042 
5 105S 205R MV5 625 605M2 51SN 150 975B 925C 500S 205 
6 106S 206R MV6 626 606M2 61SN 160 976B 926C 600S 206 
8 108S 208R Mv8 628 608M2 81S 180 978A 800S 208 
SWIVEL BACK JAW — SWIVEL BASE VISES 
3% 403%R 643% 403%2M2 33SJ* 33S 3832 643% 43 V2 
4%2 404%R MV24 644% 404 V2M2 41SJ* 34S 384% 6442 450SJ 45 
6 406R 646 406M2 43SJ* 360 386 646 78 
COMBINATION VISES — SWIVEL BASE ONLY 
3% 1C MV32 3232 203V2M2 33CPN 87 433 V2 323V2 C-0 31 
4% 2C MV34 3242 204V2M2 43CPN 88 434 V2 324¥2 C-1 32 
5 3c MV35 325 205M2 2887/2 435 325 C-2 33 
6 4c MV36 326 206M 61CPN 289% 436 326 C-3 34 
SHEETMETAL WORKERS’ VISES — SWIVEL BASE ONLY 
4¥%2  224%R MV44 4242 224¥2M2 42CPSN_ 138 6742 424V2 503 
TOOLMAKERS’ VISE — SWIVEL BASE ONLY 
4 214S 214R 41FSN 
UTILITY WORKSHOP VISES 
3% 23% UV3 D43%2 350-R _— 643% 
4 24 UV4 N.A D44 400-R 764 N.A N.A 644 N.A 
5 25 UV5 D45 500-R 765 645 


*Discontinued 
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BEST WARRANTY IN THE INDUSTRY 


Reed further unconditionally warrants all cast parts of machinist vises for a 
period of 10 years from the date of manufacture, and all other parts of 
machinist vises, excluding handles and replacement jaw facings, for 25 
years from date of manufacture against bending, breaking or wearing out. 
(Portion of full warranty that is listed on Page 2.) 


ONLY THE REED VISE has this 
Adjustable collar to overcome 
inefficient and annoying wasted 
handle turning motion (’‘play’’) 
which may develop over the 
scores of years a vise is in service. 


THE REED SWIVEL BASE 
AND CLAMPING BOLT have 
approximately 3 times the en- 
gagement and 5 times the 
strength of any other vise. 
Can't slip from locked position! 
This feature is indicative of 
many other Reed advantages 
that are not always visible. 
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THE HEART OF ANY VISE is the 
main vise nut and screw. Yet only 
REED has a hardened, tool steel 
nut and screw. Of the tens of 
thousands placed in Reed Vises 
since 1942, only one nut and 
several screws have ever been re- 
placed. 


REPLACEABLE JAW FACINGS are securely 
pinned to the vise, yet are easily replaced. These 
hardened, tool steel facings are deeply serrated in 
an asymmetrical, circular pattern to provide the best 
gripping, longest lasting jaws made. Also available 
in non-marring smooth facings. 


THE SLIDING BAR AND THE 
BODY are a single extremely 
strong, accurately machined semi- 
steel casting. Bar, jaws and body 
will remain in working condition 
(not bent or broken) under greater 
loads than any other vise. 


MACHINISTS’ VISES 


STATIONARY JAW 
STATIONARY BASE 


STATIONARY JAW 
SWIVEL BASE 


Cat. Std. Width Jaws Wot. Cat. Std. Width Jaws Wot. 
No. No. of Jaw Open Lbs. No. No. of Jaw Open Lbs. 
103N 01100 3” 4” 21 103S 01200 oF 4” 28 
103 %N 01110 3%" 5 29 103%S 01210 3%" 5” 38 
104N 01120 4” 6 44 104S 01220 4” 6" 55 
104Y%N 01130 4%" 7” 59 104%S 01230 4%’ 7” 72 
105N 01150 5" 8” 74 105S 01250 5” 8" 91 
106N 01160 6" 10 136 106S 01260 6" 10” 156 
108N 01180 8" 12 239 108S 01280 8" 12" 281 


Specify smooth jaw facings when desired. 


SWIVEL BASE KITS 


Any of the stationary base vises (above left) may be converted to a swivel base vise (above right) by adding the 
proper swivel base. 


Aidi® 


Specify smooth jaw facings when desired. 


Kit NOs sescstessevcerescepertenenveesreceaccssense 103K | 103%K} 104K | 104%K] 105K 
... 01691] 01692 |01693] 01694 |01695 | 01696 | 01698 
.. | 103N | 103%N] 104N | 104%N] 105N 


Standard No.......... 
Use With Vise No. ‘ 
WEIGHULDS., ... ceccseninsessenesvvvescarivecne 7 9 12 


15 18 


Kits include: swivel base, lock nut, clamp-nut assembly, clamp bolt, and center bolt. 


COMBINATION BENCH & PIPE VISES 


STATIONARY JAW — SWIVEL BASE 


i. Width Jaws Wst. 
of Jaws ore Lbs. 

aR 01 #6 43 
404%R 01440 By 75 
406R 01460 164 


Pipe Jaws 
Hold Pipe 


Specify smooth jaw facings when desired. 


Specify smooth jaw facings when desired. 
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SPECIAL 


TOOLMAKERS’ VISE 


STATIONARY JAW 
SWIVEL BASE 


Specially designed with 
high, lean jaws to permit 
close, accurate work 

on the piece being held. 
Replaceable jaws are 
serrated unless 

smooth facings 

are specified. 


SHEET METAL VISE 


STATIONARY JAW 
SWIVEL BASE 


A large capacity (opens 
to 11”) vise with a 
deep throat and high, 
lean jaws to permit 
close, accurate work on 
piece being held. 
Smooth, permanent 
jaw facings only. 


Protect fine work in vises with 
serrated jaw facings. Convert 
any Reed Vise Jaw Face to 
smooth surface with proper 
size brass caps. 


[Cat.No. [| vez | vc3% | vea | vc4a%| vcs | 


Jaw Width 3%" 4” 4" 5" 
Standard No. 01560 | 01570 | 01575 | 01580 
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PURPOSE VISES 


UTILITY WORKSHOP 
VISES 


STATIONARY 
JAW 


SWIVEL 
BASE 


Worthy “small brothers” of Reed Machinists’ vises. Sturdiest 
utility workshop vise. Replaceable serrated facings, perma- 
nently mounted pipe jaws and anvil and horn. 


Specify smooth jaw facings when desired. 
WOODWORKERS’ VISES 


Known for smooth opera- 
tion and long service. 
Semi-steel castings are 
heavy-sectioned at stress 
points. Dog in front jaw 
with choice of quick-acting 
or solid nut and wood or 
steel handle. 


SOLID NUT— CONTINUOUS SCREW 


Jaws WwW 
Open Handle L 
7D 


gt. 

bs. 
10” Hard Wood 26 
1 26 


70D oO” Steel Speed Crank 
10D 12" Hard Wood 32 
10CD | 01650 12” Steel Speed Crank 32 


QUICK-ACTING NUT 
Jaws Wot. 
Open Lbs. 

7QD | 01630 | 4”x7" 10" Hard Wood 

10QD | 01660 | 4”x10” 12” Hard Wood 


DRILL PRESS 
VISES 


Accurately machined, positive locking and economical 
vises for drilling and machining operations. 


SOLID DIE— ADJUSTABLE 
GUIDE THREADERS 


The adjustable guide makes this the most economical, most 
portable and the most versatile Threader Set on the market. 
With the guide adjusting to different sizes, it is only necessary 
to have a die for each pipe size. . .notadie and a head which 
can cost about 30% more for a complete threader set, and 
about 50% more for each additional size desired. 

Other threader sets requiring a die and a head for each size, 
typically weigh over 50% more and take up considerably more 
room in the tool box or truck. The adjustable guide also permits 
using bolt dies as well as pipe dies in the same Threader, easy 
threading of pipe coated with plastic, and threading right up to 
couplings or nipples by opening up the guide. By merely 
reversing the die these Threaders can make a full thread to 
within 2" of a wall. These sets use the Reed solid die, the 
easiest starting, the easiest cutting and the most precise 
threads of any die. See page 19 for details about Reed Dies. 


N.C. bolt and NPSM dies are also available. Must be specified if desired. 


DOUBLE PAWL MODELS 
These Deluxe Sets with plated 
parts and two pawls, for sav- 
ing wasted motion, are also 
available at slightly higher 
cost for the same Sets listed 
above. To order the Deluxe 
Sets, specify the prefix “SD” instead of ‘’S’” preced- 
ing the Set Number (i.e, SD 81-6 Deluxe Double 
Pawl instead of S81-6 Single Pawl). 


These Sets offer quick change of sizes, utilize the 
superior Reed Solid Dies and do not drop out even 
when threading upside down. 


Cat. Std. No. Wot. 
No. No. Range Die Heads Lbs. 
Series 71 Full Range ¥s-1" Uses OS (2"x2”) Dies 
71-1 05160 Ye"'-1" 6 
71-2 05162 Y"-1" 5 
71-3 05164 ¥e"-1" 4 
71-4 05166 Yyr-1" 3 


Series 72 Full Range e"-1%" Uses 1S (214"x2%") Dies 


72-1 05180 7 26 
72-2 05182 6 22 
72-3 05184 5 20 
72-4 05186 4 17 
72-5 05188 3 14 


N.C. bolt dies also available. Must be specified if desired. 


DROP HEADS FOR 
RIDGID THREADERS 


Enclosed 


Exposed 


These Reed Drop Heads fit all the Ridgid Pipe Threader 
Sets* and offer substantially easier starting and cutting 


effort. Make us prove it! Try one size . . . you'll switch to all 
Reed Heads and save money too! The #12 Heads fit the 
Reed AC8-PD Power Drive (Page 12), with no adapter 
required.** Heads for bolt dies also available on request. 
EXPOSED RATCHET 


Reed Ridgid Uses Wot. Lbs. 
— Series Range ec Die — 


00-R %e"-1" 
11 111-R Ye""-1%4" 13 
12 12-R ¥2"-2" 2S 4 
ENCLOSED RATCHET 
0 0-R Ye"-1" os 1 
11 11-R Ye""-1" os 1 
11 11-R 114" 1S 2 


*Also fit Armstrong, Toledo (not the #12), Virax and Unicum Drop Heads. 
**The #12 Heads also fit Ridgid 700 and Greenlee Porta-Thred Power 


Drives, without adapters required. 
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THREADER SETS 


ADJUSTABLE DIE, ADJUSTABLE GUIDE 


THREADER SETS 


Adjustable Dies are used 
in maintenance or other 
work where adjustment 
for thread size is required 
because of standards 


SOLID DIE (2%2’-3"") THREADER SETS 


Also available 
in deluxe 
double pawl 
(ARD) models. 


In this large diameter Set, easiest starting, easiest 
cutting (two chasers cut — two guide) Reed Dies 
(see page 19) make hand pipe threading practical 
for 2%" and 3” pipe. 

Series 85 Full Range 2'2"'-3"’ Uses 3S (5"x5"’) Dies 


Cat. Std. No. Wot. 

No. No. Range Dies Lbs. 
85-10 05250 2¥2" & 3" 2 33 
85 05252 2%" or 3” 1 28 


THREE-WAY THREADERS 


These light, sturdy Threaders are always ready to 
thread three popular sizes of pipe. Hardened-steel 
bushings insure accurate centering for true threads. 
Dies can be reversed in seconds for threading close to 
the wall. If NSPM dies are desired, they must be 
specified. For the 61B Set, bolt dies sizes desired 
must also be specified. 


Cat. Std. Wot. 
No. No. Sizes Lbs. 
61-3 05363 Ye Val, Ya" 8 
61-4 05360 Vi ee 8 
62-4 05362 Yi V1" 9 
BOLT 
61B* 05361 Ya"-1" 8 


*Specify the three N.C. bolt sizes desired. 


variance, or old, stretched fittings. When a fitting is 
re-used, the Adjustable Die should be set to make a 
slightly “‘large’’ thread on the pipe to compensate for 
the “stretch” created in tightening of the previous seal. 


With the Guide adjusting to different sizes, it is only 
necessary to have an additional Die and not an ad- 
ditional Die-and-Head for each size. Bolt, as well as 
pipe, dies can be used in this Set because the Guide 
is infinitely adjustable. Threads closest to couplings 
or nipples by opening Guide to pass over them. Its 
Adjustable Guide makes this Set the most economi- 
cal, most portable, and most versatile adjustable die 
threader on the market. 


Only Reed Adjustable Dies have the extra-fine 
lead threads that readily grip the pipe and actually 
pull the Die onto the pipe . . . even if the burr is large. 


Series 2AR — Full Range ''’-1"’ Uses 2A Dies 


Std. Wot. Lbs. 

No. Range Per Set 
05300 Ye"'-1"" 11 
05302 Vas laa 10 
05304 ¥e"’-1" 10 
05306 wr-1" 


1” Uses 2A Dies 


05320 yis2" 6 26 
05322 A -2" 5 25 
05324 4 4 22 
05326 14" a2 3 20 


N.C. bolt diey: are also available. Must be specified when desired. Telescopic 
handle, for more leverage, can be specified at slight additional cost with 3ARD 
Sets. 


THREADGUARD CUTTING OIL 


This superior, sulphur-lard oil was 
developed by thousands of actual 
work-condition tests by Reed and a 
oil company laboratories. It is  mewcum 
specifically formulated to cool the CUTTING 
work, speed cutting and promote Oil 
clean threads. It also prevents 
chips from being welded to the 
die and threads tearing. 
12a 


Use of these best-of-all threading oils is not only 
recommended, it is a virtual necessity in pipe thread- 
ing for long-die life and good quality threads. Using 
threading oil makes the work a lot easier too. 


Dark Oil Clear Oil 


Size Cans to 
Case 
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not a lubricating oil. 


Threadguard is a cutting oil . . . 


PIPE AND BOLT DIES 


ONLY REED Solid Dies have extra-fine lead threads that actually pull the 
die onto the pipe. . . even if the burr is large. These Dies also take about 
Ys less effort for threading because ONLY REED has two chasers cut... 
the other two insure the cleanest of all threads. Reed chasers are cast in 
place in the foundry operation and then machined as a unit (not bolted in 
place) for perfect alignment, and therefore produce the most precise threads. 
These are only three of the reasons you should be using Reed Dies and 
Threaders. Lower cost and lighter Sets are two more good reasons. See 
Solid Die Adjustable Guide Threaders on page 17. Reed Adjustable Dies 
and Threaders have similar advantages, see page 18. 


SOLID DIE 


PIPE DIES* 
Stocks That Dies Fit 
Cat. Sizes 1 Size 0 | Wot. Lbs. 
No. Made Block Each 
SOLID DIES 


OsP Yg"’-4"" 2x2" Ya 
1SP Ye" -1%4" | 2%"x2%" Va 
2SP Ya" -2" 4x4" 1% 
3SP 2¥2"-3” 5°x5" 2% 


ADJUSTABLE DIES 


Ye"’-1" 1%" wide Ya 
¥"-2" 2%" wide 2% 


Size of Pipe Ye Ya" Ye" Ye" Ya" 1” 14" 1%" 2” 2%" 3" 
Threads / Inch NPT 27 18 18 14 14 11% 11% 11% 11% 8 8 
Threads /Inch B.S.* 28 19 19 14 14 11 11 11 11 11 11 
Thickness of Solid Dies a" a" a" Ya" Ya" He" ie" a si 1%" mh" 


BOLT DIES 
Stocks That Dies Fit 

Cat. Sizes Size Die | Wot. Lbs. 
No. Made Block Each Standard 
SOLID DIES 
OSL Va 1" 2°x2” % 81+ 
1SL Me Va | 2 KD" Ys 82+ 
2SL 1°-2" 4"x4" 1Vs 84+ 


ADJUSTABLE DIES 
2AL a 1%" wide | Ys 


Bolt Size Inches Ne’ | AT Ne | Ha" "1 1a) 1348" | V4" Ta" | 1%" |. 2” 
Threads / Inch 12 1 11 1 41 | 10 7 6 6 5 5 14% 
NTL Course (NC) 

Thickness of Solid Die % A 1 Vs the"| he" | Aa" Vag a ad 


DIES FOR PLASTIC CONDUIT DIES (NPSM) 


Cat Cat. Sizes Wot. Lbs. Use With 
No. No. Made Each Reed Stock 
2SPP os Ya"'-Ya"-1" % Same as OSP Dies 
3SPP 1S W"-%"-1"- 14" Ya Same as 1SP Dies 
2S 1°-1%4"-1%"-2" 1Y% Same as 2SP Dies 


*All NPT sizes also available in British Standard right and British left hand dies except 3SP B.L.H. 
**Guides must have edges rounded. 
+No longer available in U.S.A. 
++ Discontinued. 19 


CUTTER WHEEL REFERENCE CHART 


Beaver Erie 
Cutter Tool Poni 


Barnes 
Cutter 


Armstrong 
Cutter 


Reed Ridgid Toledo 
Cutter Cutter Cutter 


FOR STEEL, STAINLESS STEEL AND CAST IRON* 


No. OTHER MAKES 


1RB 03610 §$———_t | ed el ee 
2RBS* | 03612 1,2,42 102-PD.] 2-PC | 1-N Crftm Wh! 2RB 
2RB-H.D.| 03613 | 2-3, 2-4 1A, 2A,42A 2.2X | 2-PCM| 2-N 
A&B 2-NP 
3RB 03614 — a a can 
HS4* 03504 | 3-1, 3-3, 3-4 
3RG * 03616 3.4, 44, 3S, 4S, 44S 4-A 
466, 468, 472 Ge 
18 03620 | 1-W, 1-R cr Ce 
3B 03625 | 3-W, 3-R ao 
4B 03626 | 4-B j 4-B 4. 
5B 03628 | 5B, 6B, 6B. 7B -5- 
1-S 03630 | 1S | 1s [1s fis [| fas. [Ys crfttmwnits 
2-5 03631 | 2S, 12S 2s |2s 2s | {2s [ss Crftmwnias, 128 
3-S 03632 38, 4S. 5S 38, 4S 38. 4S 3S. 4S 
SP-4 03638 | SP4 ae a a See See 
1-E (.&S.)| 03634 a a ese 
ee (ees ae 
55 (S) 03636 Ellis 01, 1 
COPPER STEEL AND ALUMINUM TUBING 
Imper. 274FC, 312FB 


Chic. Spec. 3720 


03668 


PLASTIC PIPE AND TUBING 


OP2 


04180 | TC1Q0P, TC10 15 
TC2QP, TC2Q 20 


Imperial 312FBP 


6) 03660 | TC1Q, TC1QP, TC1, 00,0, 10, 15, 20 
TC2Q, TC2QP, TC2 
30-40 TC3Q, TC3QP, TC4Q, 30, 40, 106, 
TC4QP, TC6Q, TC6QP| 133, 134, 136 
TC3 
—_ 


04190 | TC3QP, TC3Q 30P, 40P 
TC4QP, TC40 133P, 134P, 136P 


04194 | TC6QP, TC6Q 


HINGED CUTTER MATERIAL CUT 


sa | 03804 Sted WORK SAVING 

Hse-12 | 0350s | He.m12 | Stee __| “Upto: PRODUCT DEVELOPMENTS 
Hea | o36i2 Ex Stiong Stel Pipe | "ae EVERY YEAR 

Hxe | ossie | He.H12 | Ex Stong Steel Pipe | SINCE 1896 


HXX8 03518 H8, H12 Double Strong Steel 5" 
2RBCI 03520 Cast and Ductile Iron 
HI4 03522 Cast and Ductile Iron 
H16 03524 H6.H8,H12]| Cast and Ductile Iron 


ROTARY CUTTER MATERIAL CUT 


RCS 8-30 RC8, RC12, RC16 Steel 
RC20, RC24, RC30 


RCI 8-30 03535 RC8, RC12, RC16 Cast and Ductile Iron 
; RC20, RC24, RC30 


*Also available for Cast Iron (2RBC1, H14). 


REED MANUFACTURING COMPANY ©1974 REED MFG. Co. 
1425 West Eighth Street - Erie, Pa. 16512, U.S.A. » Phone 814/452-3691 + Telex 91-4540 fantonusa 


